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Evaluating Foam Heterogeneity 
Heterogeneity in a plastic foam can have adverse 
affects on physical properties such as rigidity and 
strength. Further, it can complicate the forming, curing 
and aging processes of the foam since the foam com-
position is non-uniform. 
A new analytical tool is now available to calculate 
the degree of foam heterogeneity based on the measure-
ment of gas diffusivity values. The diffusion characteris-
tics of plastic foam are described by a system of 
differential equations based on conventional diffusion 40heory. The theoretically obtained results were com-pared to experimentally determined values to provide 
the required correlations. 
The foam structure is considered as a three 
dimensional array of homogeneous cubicle cells on the 
macro-scale. One and two dimensional mathematical 
models of gas diffusion were constructed and used to 
determine the gas diffusivity values of oxygen, nitrogen 
and n-pentane in .048 and .096 gm/cm3 density plastic 
foams at temperatures of 25 0, 500
 and 75°C. Diffusivity 
values of the same gases in polystyrene were determined 
for comparison. Both sets of data were used to deter-
mine the relationship between gas diffusivity and het-
erogeneity. 
This mathematical approach saves significant re-
search effort and computing time in studying mass or 
heat diffusion problems. The correlation between gas 
diffusivity and heterogeneity may be useful in deter-
mining material properties and as a quality control tool 
for manufacturers of plastic foam.
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